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Codificación

RoHS Este producto está en conformidad con la Directiva Europea RoHS: una medida restrictiva al uso de
metales pesados en la producción de los productos y relacionada a la preservación del medio ambiente.

Garantía 12 meses

Material del Cuerpo
del Producto

Termoplástico ABS de alto impacto, no propagante a la llama UL 94 V-0, resistente UV para prevenir la
decoloración y prolongar la durabilidad.

Cantidad de
Posiciones Tapa ciega

Módulo de 1 puerta recto (faceplate horizontal);
Módulo de 1 puerta recto (faceplate vertical);
Módulo de 1 puerta con ángulo de inclinación en 45º;
Módulo de 2 puertos recto;
Módulo icono e identificación.

Tipo de Pintura Acabado con textura de plástico

Color Blanco

Ventajas
Compatible with Furukawa 4"x2" or 4"x4" modular faceplates.
Combining design, technology and functionality.
Modules that allow various combinations, fitting perfectly with the most complicated needs.
Compatible with CAT.5e, CAT.6 and CAT.6A keystones jack on U/UTP or F/UTP versions.
Compatible with adapters set of type Coaxial, Type F or RCA audio.

Ambiente de
Operación

Interno no agresivo

Ambiente de
Instalación

Interno

MODULOS PARA FACEPLATE

https://www.furukawalatam.com/es/productos-pdf/=a0A6100000blnz0EAA

